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AUTOMAZIONE PER STAMPANTE DIGITALE ® CON “MARCATURA A CALDO”
 SU PENNE CON CLIP O OGGETTI SIMILI

SPECIAL AUTOMATION FOR ELECTRONIC (DIGITAL) "THERMAL TRANSFER" PRINTER FOR AUTOMATIC
 AND DIRECT MARKING OF PENS WITH CLIP OR SIMILAR ITEMS 

Mod. GPE/24 - Digital Hot Stamping

DIAMETRI
LUNGHEZZE
PRODUZIONE ORARIA

DIAMETERS
LENGHTS

OUTPUT PER HOUR
 

mm 5 - 14
mm 50 - 160
1500 - 2000



MACCHINA STANDARD - STANDARD MACHINE 

LARGHEZZA MASSIMA DEL NASTRO 95 MM
 
TESTINA AD ALTISSIMA DEFINIZIONE DA
 24 DOTS/MM (600 DPI)

MATERIALI STAMPABILI:
- PLASTICHE (ESCLUSO NYLON CARICATO VETRO)
- LEGNO
- METALLI VERNICIATI

MAXIMUM WIDTH OF THE RIBBON 95 MM
  
VERY HIGH PRINT DEFINITION PRINT-HEAD WITH
24 DOTS/MM (600 DPI)

PRINTABLE MATERIALS:
- PLASTIC IN GENERAL (NYLON EXCLUDED)
- WOOD
- VARNISHED METAL         

TRAMOGGIA DI CARICO
SISTEMA DI TRASPORTO A CATENA CON ALETTE A V
ORIENTAMENTO CON LETTURA PROXIMITY
DISPOSITIVO DI PRE-REGISTRO
STAMPANTE DIGITALE CON MARCATURA A CALDO
STAMPA MONOCOLORE A REGISTRO
CONTAPEZZI A PROGRAMMA

FEEDING HOPPER
CHAIN TRANSPORT SYSTEM WITH V SHAPED LINKS

ORIENTATION WITH PROXIMITY CONTROL
PRE-REGISTER DEVICE

ELECTRONIC DIGITAL THERMAL TRANSFER
ONE COLOR PRINTING WITH REGISTRATION

PROGRAMMABLE COUNTER 
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CARATTERISTICHE STAMPANTE ELETTRONICA (DIGITALE) CON “MARCATURA A CALDO”
TECHNICAL SPECIFICATION OF ELECTRONIC (DIGITAL) "THERMAL TRANSFER" PRINTER
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